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semi-automatic rotary arm stretch wrapper

Lybra


Our robust rotary arm stretch wrappers of the LYBRA series are characterized by their high performance and easy operation. Many options and variants are possible for the machines from the Lybra range. This allows flexible response to different customer requirements. The advantage of a rotary arm winder is that the load is fixed during the winding process and so even unstable load can be packed safely and easily.
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Lybra Easy




The model Lybra Easy is the entry level model in the world of semi-automatic rotary arm wrapper.
The stretch wrapper is suitable for all common pallet dimensions up to 1,200 x 1,200 mm and offers a particularly user-friendly and economical handling due to its simple installation and simple operation.
			






technical specifications / options






details

	Maximum pallet dimensions 1,200 x 1,200 mm
	Maximum height (including pallet) 2,200 mm
	1 storable winding program
	Photocell for independent height inquiry
	Foil carriage speed control included
	Foil slide FM with mechanical brake

							


options

	Foil carriage FE with electromagnetic brake
	Manual stringing to reinforce the winding

							









Lybra




The model Lybra is suitable for all common pallet dimensions up to 1700 x 1700 mm and offers a particularly user-friendly and economical handling due to its simple assembly and the simple operation. The machine is also available as a stand alone version with base frame, as well as a variant for wall mounting
			






technical specifications / options






details

	Maximum pallet dimensions 1,200 x 1,200 mm
	Maximum height (including pallet) 2,500 mm
	99 storable winding programs
	Photocell for independent height inquiry
	Foil carriage speed control included
	Foil slide FM with mechanical brake

							


options

	Foil carriage FE with electromagnetic brake
	Foil slide PRS (Power Roller Stretch) for a pre-stretch of the foil of up to 300%
	Slide slide PS (Power Stretch) for a pre-stretch of the film of up to 400%
	Processing pallets with max. Dimension 1,700 x 1,700 mm
	Processing of pallet heights up to 3,000 mm
	Manual / automatic stringing to reinforce the winding
	Folienabtrenneinheit
	down device
	Remote Control

							









Lybra Auto




The model Lybra Auto is mechanically identical to the standard Lybra model, but also has an automatic film clamping, foil application and foil cutting system.
The machine is also available as a stand alone version with base frame, as well as a variant for wall mounting
			






technical specifications / options






details

	Maximum pallet dimensions 1,200 x 1,200 mm
	Maximum height (including pallet) 2,500 mm
	99 storable winding programs
	Automatic film clamping, film application and film cutting system
	Photocell for independent height inquiry
	Foil carriage speed control included
	Foil carriage FE with electromagnetic brake

							


options

	Foil slide PRS (Power Roller Stretch) for a pre-stretch of the foil of up to 300%
	Slide slide PS (Power Stretch) for a pre-stretch of the film of up to 400%
	Processing pallets with max. Dimension 1,600 x 1,600 mm
	Processing of pallet heights up to 3,000 mm
	Automatic foil end welding against product
	Automatic stringing to reinforce the winding
	down device
	Remote Control

							









Lybra Station




The model Lybra Station includes all the functions of the model Lybra Auto, but as a stationary machine segment for integration into the manufacturing process. The rotary arm winder can also control three elements of the conveyor system for the inlet and outlet areas to guarantee a smooth flow.
			






technical specifications / options






details

	Maximum pallet dimensions 1,200 x 1,200 mm
	Maximum height (including pallet) 2,500 mm
	99 storable winding programs
	Photocell for independent height inquiry
	Foil carriage speed control included
	Siemens S7-1200 controller
	Touch Panel ProFace 6 "color
	Foil carriage FE with electromagnetic brake

							


options

	Foil slide PRS (Power Roller Stretch) for a pre-stretch of the foil of up to 300%
	Slide slide PS (Power Stretch) for a pre-stretch of the film of up to 400%
	Processing pallets with max. Dimension 1,700 x 1,700 mm
	Processing of pallet heights up to 3,000 mm
	Automatic foil end welding against product
	Automatic stringing to reinforce the winding
	down device

Special versions and special sizes on request!
							










compare products


Lybra Easy


	Maximum pallet dimensions 1,200 x 1,200 mm
	Maximum height (including pallet) 2,200 mm
	1 storable winding program
	Photocell for independent height inquiry
	Foil carriage speed control included
	Foil slide FM with mechanical brake

						




Lybra


	Maximum pallet dimensions 1,200 x 1,200 mm
	Maximum height (including pallet) 2,500 mm
	99 storable winding programs
	Photocell for independent height inquiry
	Foil carriage speed control included
	Foil slide FM with mechanical brake

						






Lybra Auto


	Maximum pallet dimensions 1,200 x 1,200 mm
	Maximum height (including pallet) 2,500 mm
	99 storable winding programs
	Automatic film clamping, film application and film cutting system
	Photocell for independent height inquiry
	Foil carriage speed control included
	Foil carriage FE with electromagnetic brake

						




Lybra Station


	Maximum pallet dimensions 1,200 x 1,200 mm
	Maximum height (including pallet) 2,500 mm
	99 storable winding programs
	Photocell for independent height inquiry
	Foil carriage speed control included
	Siemens S7-1200 controller
	Touch Panel ProFace 6 "color
	Foil carriage FE with electromagnetic brake

						

















any questions?

don't hesitate to contact us
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T. Weinmann			



Thomas Weinmann

Tel. +49 7141 /141 56 36

Mail:t.weinmann@atlanta-deutschland.de














You wish a non-binding and free offer?

Please complete all required (*) fields.
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Mandatory field company*






Mandatory field street*






Mandatory field zip/city*






Mandatory field phone*






Mandatory field email*









product          





count          
1
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model Sfera          
select model
Sfera
Sfera Easy






model Synthesi          
select model
Synthesi
Synthesi Transpallet






model Mytho          
select model
Mytho Easy
Mytho
Mytho Auto
Mytho Station






Ausführung Mytho-A          
select model
Mytho-A
Mytho-A Doppelkopf (double headed)






model Lybra          
select model
Lybra Easy
Lybra
Lybra Auto
Lybra Station






model Revolution          
select model
Revolution LS
Revolution HS
Revolution HD
Revolution LS Doppelkopf (double headed)






model Omega          
select model
Omega
Omega Doppelkopf (double headed)






model Kartonaufrichter          
select model
F2000
F2008
F2010






model handle applying          
select model
single lane
double lane






model Hubi          
select model
Europalette
Düsseldorfer Halbpalette (DHP)






model handles          
select model
standard
pre-assembled handles with paper
pre-assembled handles with polypropylen
pre-assembled with soft handle






selected options          
 




message/questions          
 



Don't fill this field	Don't fill this fieldDon't fill this field


senden



    







some of our clients..

Coca-Cola // Pepsi // SAB Miller // Heineken // Carlsberg, AB Inbev // Pepsico // Dematic // Krones // KHS // Sidel // Nestle // Danone // Unilever // Rhenser // Spaten Franziskaner // Weihenstephan // Erdinger // Pomona Kellerei // Aqua Römer ..












Atlanta Deutschland GmbH

Kammererstraße 18
71636 Ludwigsburg - DE

Tel: +49 7141 /141 56 - 10
Fax: +49 7141 /141 56 - 30

Mail: info@atlanta-deutschland.de





social media



	Instagram
	Youtube















callback-service




Mandatory field name*






Mandatory field Company*






Mandatory field phone*





Don't fill this field	Don't fill this fieldDon't fill this field


send











links

Skip navigation
	home
	imprint
	data protection (de)
	conditions (de)
	contents


 



















Cookies

We use cookies to personalize content and ads, to provide social media features and to analyze traffic to our website. We also share information about your use of our website with our social media, advertising and analytics partners. Our partners may combine this information with other data that you have provided to them or that they have collected as part of your use of the Services.
                    


Accept all
Deny all
Privacy settings



Essenziell

technically necessary cookies, which are a prerequisite for the functionality of the system and cannot be rejected.
                                                                    

Contao HTTPS CSRF Token
Protects against cross-site request forgery attacks.
                                                                                    
Retention period: This cookie only lasts for the current browser session.







PHP SESSION ID
Saves the current PHP session.
                                                                                    
Retention period: This cookie only lasts for the current browser session.
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